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Part Description Qty

1 Pannier Rack, Left Section 1

2 Pannier Rack, Right Section 1

3 Top hangars (left, right) 2

4 Back Brace 1

5 Footpeg mounting brackets 2

6 Front support braces 2

7 Cap Screw, M8x20, Button Head, Stainless Steel 6

8 Cap Screw, M8x25, Button Head, Stainless Steel 2

9 Cap Screw, M8x50, Stainless Steel 2

10 Washer, M8, Stainless Steel 18

11 Nut, Nyloc, M8, Stainless Steel 8

12 Spacer, 5mm thickness (20mm outside diameter), Aluminium 2

13 Spacer, 8mm thickness (20mm outside diameter), Aluminium 2

14 Spacer, 30mm / (16 + 14)mm thickness (18mm outside diameter), Aluminium 2

NB: The installation of the pannier racks is done by executing the following steps sequentially.
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Remove the pillion footpegs on both
sides of the motorcycle (unbolt the
M8 bolts at the underside).

Step 1



Step 2

Undo the rear top bolts and mount
the top hangar bars (3) (do one side
at a time and redo bolt (finger tight
only) before doing the other side.

Note:
The pannier frames can be used
with a Honda top carrier (no
spacers required) or without a top
carrier.
If no carrier, then use 30mm Alu 
spacers (14) (alternative supply 
could be 16mm + 14mm) and 
supplied 50mm bolts (9) with 
washers.



Step 3

Position the 3mm footpeg mounting bracket (5) over the pillion footpeg mounting holes.
Now position the pillion footpeg back over the original position and re-use the original
bolts. The mounting bracket should be positioned between the footpeg bracket and the
frame, with the mounting tab facing the rear.
Take care not to cross thread the bolts (the frame is made from Alu alloy). Tighten the bolts
to full torque spec (consult owner’s manual). Now do the other side.

NB: Take care not to cross thread bolts or exceed recommended torque spec.



Bolt the front support brace (6) to the footpeg bracket (5) using M8 x 20mm button head capscrew (7).
Use washers on both sides and tighten with M8 nyloc nut. Now do the same on the other side of
motorcycle. The support braces are reversable and interchangeable.

Note: The support brace can be mounted below the footpeg bracket (recommended position – see picture
on left), or can be moved above the footpeg bracket, if the frame position needs adjusting (see picture on
right - do this only if the default frame orientation needs adjusting).

NB: Tighten the bolts to the point where the support brace is held in position, but can still be moved by
hand. Do not fully tighten yet.

Step 4



Step 5

On the exhaust side of the motorcycle, mount the right hand side pannier frame (2) to the front support
brace (6) and the rear hangar (3).
The front support brace (6) should be positioned on the inside of the pannier front mounting tab and
attached with an M8 x 20mm button head capscrew (7), M8 nyloc nut and two flat washers on either side.
The rear hangar (3) should be positioned on the inside of the rear mounting tab, using the 8mm Alu spacer
(13) between the two parts and securing with the M8 x 25mm button head capscrew (8) and M8 nyloc nut
It is recommended to enlist the help of a friend to hold the side pannier away from the exhaust shield
while installing, to avoid scratches to the heat shield. Place a 10mm soft material spacer between the
exhaust heat shield and pannier rack to ensure this minimum clearance is maintained while installing.
Note: If additional spacing is required between exhaust and right hand side pannier, use the supplied 5mm
Alu spacers (12) on the front and rear tabs.

NB: Tighten bolts up to the point where frame stays in position, but can still be moved by hand.



Step 6

Repeat Step 5 for the left hand side pannier frame (1). Zoomed-in picture below shows the bolt and spacer
arrangement for the front and rear bolts – see red circles.

The frames can now be manoeuvred by hand until the desired orientation is achieved (i.e more horizontal
or more angled).

NB: Do not fully tighten the bolts yet.



Step 7

Fit the rear support brace (4) to the side pannier frames (1) and (2) using M8 x 20mm button head
capscrews (7), M8 nyloc nut and flat washers on either side. Recommended position is above the pannier
frame tabs, but can be moved below tabs if desired. Tighten until rear brace is held in place.

Now make final adjustments to the left and right sides, ensuring adequate clearances and correct
positioning, as required. Then tighten all bolts firmly. Once done, check that there is no discernible play in
the frame, tighten if necessary.

End of Installation


